
FLEXIBLE DUAL-SIDED  
PAPER ROLL MOUNTING
Configurable to install paper on left or right side  
of printer for easy cabinet integration

MODULAR DESIGN
Configurable to any space with a multi-position 
paper arm

NEW ANTI-JAM BEZEL
Bezel design to helps prevent users from jamming  
or accidentally blocking paper path

PERFECT PRINT EVERYTIME
Ticket Burst™ technology prints 63.5 to  
254 mm (2.5-10 in) length tickets and cuts  
before presenting

MICRO SD CARD
For easy firmware downloads, print logging, 
diagnostics, and configuration

DUAL INTERFACES
Serial and USB

FEATURES

THE NEXT  
GENERATION OF  
UNMATCHED ROLL-  
PRINTER PERFORMANCE
The Epic TR80™ thermal roll printer is built upon the respected pedigree of the classic 
Epic 880® and packed with improvements. The Epic TR80™ is the ideal choice when 
looking for a reliable, robust roll printer for your game or kiosk, whether it is Sports 
Betting, Lottery, Amusement with Prizes (AWP), or Video Lottery Terminals (VLT).



167.6mm
6.5in

139.7mm
5 . 5in

93.9mm
3.7in

SPECIFICATIONS BENEFITS

 • Internal counters to track the lifetime  
performance of the unit

 • Comprehensive list of industry emulations to 
make integration as simple as possible

 • Easy access top cover mounted keypad  
and diagnostic LEDs

 • Easy paper loading

OPTIONS

 • Large core adaptor enables the use of large  
core paper rolls (included)

 • Clip on Cable channel creates a clear channel  
for the paper path to prevent paper snagging  
on cables (included)
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Resolution 203 DPI

Print Width 80 to 82.5mm/ 3.15 to 3.25in

Print Speed Up to 152mm/6in per second

Media

Thermal Monochrome paper, 
80mm or 82.5mm width, 
101mm/4in or 152mm/6in 
diameter roll,  Paper caliper 2.1 
to 3.5 mil, Fixed (Black dot) or 
variable length tickets

Dimensions 139.7W x 167.6D x 93.9H (mm) 
5.5W x 6.5D x 3.7H (in)

Weight 1.8Kg/4.0lbs

Interfaces USB & RS-232 Serial

Power Supply 24 VDC: 3.5 Amps Maximum

Operating 
Temperature

5 to 50ºC/41 to 122ºF  
at 10 to 90% RH

Storage 
Temperature

-10 to 50ºC/ 14 to 122ºF  
at 5 to 90% RH

Print Head Life 100km POS Paper 
75km Lottery Paper

Cutter Life 1M cuts (Lottery grade paper)

Bar Codes

Code 31, Code 39, Code 93, Code 
128, UPC-A, UPC-E, EAN-8, EAN-
13, EAN-14, EAN-128, CODABAR, 
QR Code, Data Matrix, PDF 417, 
GS1 and interleaved 2 of 5

Printer Drivers USB

Compliance IEC 62368-1, CE Mark, RoHS, TUV 
NRTL MARK, UKCA

CONFIGURATION OPTIONS

INDUSTRY LEADING PAPER HANDLING
The variable-position spindle allows paper roll to be 
mounted behind or below printer mechanism.

For more information or assistance with integration:
America EMEA

+1 877-748-4222 or  
+1 607-257-8901

UK  +44 1790 772 500
Austria +43 720 902 152

Spain +34 902 018 252
Slovenia +386 828 801 62

sales@transact-tech.com EMEAsales@transact-tech.com


